FSSP 60-0003.2 (Attachment 2)

Date of Issue: 10/14/04

PPE ASSESSMENT SUMMARY BY DEPARTMENT/JOB TITLE


	DEPARTMENT/JOB TITLES
	TYPE OF PPE REQUIRED

	Facilities Planning, Design & Construction

Facility Const. Eng. II, Facility Mech. Eng. I, Facility Architect II, Cnst. Ren. Dsgn. Tech II
	· ANSI approved safety spectacles w/side shields

· ANSI approved hard hat

· ANSI approved steel toed safety shoes w/slip resistant soles

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline



	Carpentry Shop
Carpenter Sup. II, Roofer, Maint. Mech. I, Locksmith II, Locksmith III, Trades Worker III, Carpenter II
	· ANSI approved safety spectacles w/side shields, goggles, or face shields  (Face shields can only be worn over primary eye protection)

· Nuisance Dust Mask

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline



	Paint Shop
Paint Supervisor, Painter
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· NIOSH/MSHA approved respirator

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline

	Garage
Mechanic Sup. I, Mechanic I, Mechanic II
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· ANSI approved welding helmets, goggles or shields with appropriate shades.

· ANSI approved steel toed safety shoes w/slip resistant sole

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline

	Masonry Shop
Mason Sup., Mason I, Mason II, Maint. Mech. I, Trades Worker III
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· Nuisance Dust Masks

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline

	Grounds
Grounds Sup. I, Grounds Worker, Gen. Util. Worker, Laborer
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· NIOSH/MSHA approved respirator for pesticides

· Nuisance Dust Mask

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline




	Steam Plant
Steam Plant Sup. II, Steam Plant Sup. I, Maint. Mech. IV, Boiler Operator II
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· ANSI approved welding helmets, goggles or shields with appropriate shades.

· NIOSH/MSHA approved respirator for asbestos

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline


	Plumbing Shop
Plumber Sup., Maint. Mech. IV, Plumber II
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· ANSI approved welding helmets, goggles or shields with appropriate shades

· NIOSH/MSHA approved respirator for asbestos

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline

	HVAC Shop
HVAC Sup. II, HVAC Sup. I, Maint. Mech. II, HVAC Technician, HVAC Mech., Plumber II
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· ANSI approved welding helmets, goggles or shields with appropriate shades.

· NIOSH/MSHA approved respirator for asbestos

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline

	Electrical Shop
Electrical Sup. II, Elec. Sup. I, Electrician II, Maint. Mech. II
	· ANSI approved safety spectacles w/side shields, goggles, or face shields (Face shields can only be worn over primary eye protection)

· Rubber insulating line hose, insulating covers, insulating blankets, lockout/tagout devices, etc. for electrical hazard

· NIOSH/MSHA approved respirator for asbestos

· ANSI approved hard hats, hard caps and/or bump caps

· ANSI approved nonconductive steel toed safety shoes w/slip resistant soles

· Appropriate chemical resistant, cut resistant, heat resistant, electrical insulating, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline

	Housekeeping Services
Hskg. Sup. I, II, and III, Hskg. Team Leader, Oper. Mgr. Hskg. Svs., Housekeeper
	· ANSI approved goggles and face shields (Face shields can only be worn over primary eye protection)

· Nuisance dust mask

· ANSI approved slip resistant safety shoes

· Appropriate chemical resistant, cut resistant, heat resistant, etc. work gloves

· ANSI approved ear plugs or ear muffs w/NRR of at least 25 dB

· ANSI approved full-body harness and lanyard/retractable lifeline


Eye and Face Protection - appropriate eye and/or face protection is required when employees are in areas where there is exposure to eye and face hazards from flying particles, molten metal, liquid chemicals, acids, caustic liquids, chemical gases or vapors or potentially injurious light radiation.  All eye protection must be ANSI approved.

Respiratory Protection - appropriate respiratory protection is required when employees are in areas where effective engineering controls are not feasible to protect the health of the employee from harmful dusts, fogs, fumes, mists, gases, smokes, sprays, or vapors.  All required respirators must be NIOSH/MSHA approved.

Head Protection - appropriate head protection is required when employees are in areas where there is a potential for injury to the head from falling or moving objects or when they are exposed to electrical conductors which could be contacted by the head.  All head protection must be ANSI approved.

Foot Protection - appropriate foot protection is required when employees are in areas where there is danger of foot injuries due to falling and rolling objects, slip hazards or objects piercing the sole, and where employees are exposed to electrical hazards.  All foot protection must be ANSI approved.

Electrical Protective Devices - appropriate electrical protective devices in the form of insulating blankets, matting, covers, line hose, gloves, and sleeves made of rubber are required when employees are in areas where there may be exposure to substantial electrical voltage.

Hand Protection - appropriate hand protection is required when employees are in areas where their hands are exposed to skin absorption of harmful substances, severe cuts or lacerations, severe abrasions, punctures, chemical burns, thermal burns or harmful temperature extremes.  Appropriate gloves are dependent upon the type of chemical contaminant or physical hazard.  Special care must be taken when selecting gloves for chemical exposure to assure glove is resistant to the chemical in question.  Reference the enclosed ILC Dover Chemical Compatibility Chart.

Hearing Protection - appropriate hearing protection is required when employees are in areas where there is exposure to excessive noise levels.  Protection is not required unless the employee’s time weighted average exposure exceeds 85 decibels (db) for an 8 hour exposure.  However it is recommended that appropriate hearing attenuators are provided to employees for use in all high noise areas (mechanical rooms, boiler rooms, etc.) as a precautionary measure.

Fall Protection - appropriate fall protection is required when employees are at risk of falling from an elevated position, as a general rule, anytime a working height of six feet or more is reached.  Appropriate fall protection must also be utilized at any height when employees are in aerial lifts, powered platforms and similar devices.
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